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Antecedent Precipitation Tool 

Version 3.0 

Developed by: 
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Antecedent Precipitation vs Normal Range based on NOAA's Daily Global Historical Climatology Network 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-11-11 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-11-11 
2025-10-12 
2025-09-12 

Result 

30th %ile (in) 
2.173228 
1.958661 
2.282677 

70th %ile (in) 
3.744095 

3.3 
3.926378 

Observed (in) 
1.980315 
6.57874 

1.251969 

Wetness Condition 
Dry 
Wet 
Dry 

Condition Value 
1 
3 
1 

Month Weight 
3 
2 
1 

Product 
3 
6 
1 

Normal Conditions - 10 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 90 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 0 
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1 

Coordinates 38.9179, -82.10313 
Observation Date 2025-11-12 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-11-12 
2025-10-13 
2025-09-13 

Result 

30th %ile (in) 
2.25 

1.958661 
2.070473 

70th %ile (in) 
4.111417 

3.3 
4.106693 

Observed (in) 
1.980315 
6.57874 

1.251969 

Wetness Condition 
Dry 
Wet 
Dry 

Condition Value 
1 
3 
1 

Month Weight 
3 
2 
1 

Product 
3 
6 
1 

Normal Conditions - 10 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 90 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 0 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-11-13 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-11-13 
2025-10-14 
2025-09-14 

Result 

30th %ile (in) 
1.958268 
1.958661 
2.012205 

70th %ile (in) 
3.984646 
3.512205 
4.106693 

Observed (in) 
1.980315 
6.57874 

1.251969 

Wetness Condition 
Normal 

Wet 
Dry 

Condition Value 
2 
3 
1 

Month Weight 
3 
2 
1 

Product 
6 
6 
1 

Normal Conditions - 13 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 90 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 0 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-11-22 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-11-22 
2025-10-23 
2025-09-23 

Result 

30th %ile (in) 
2.061024 
1.666929 

1.95 

70th %ile (in) 
3.773622 
3.342126 
4.226772 

Observed (in) 
4.129921 
5.877953 
2.582677 

Wetness Condition 
Wet 
Wet 

Normal 

Condition Value 
3 
3 
2 

Month Weight 
3 
2 
1 

Product 
9 
6 
2 

Wetter than Normal - 17 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 90 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 0 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-12-08 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-08 
2025-11-08 
2025-10-09 

Result 

30th %ile (in) 
2.120473 
2.161417 
2.056299 

70th %ile (in) 
3.190158 
3.779921 
3.322047 

Observed (in) 
3.759843 
1.818898 
6.57874 

Wetness Condition 
Wet 
Dry 
Wet 

Condition Value 
3 
1 
3 

Month Weight 
3 
2 
1 

Product 
9 
2 
3 

Normal Conditions - 14 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 90 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 0 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-12-09 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-09 
2025-11-09 
2025-10-10 

Result 

30th %ile (in) 
2.32441 

1.908268 
2.16811 

70th %ile (in) 
3.132284 
3.674803 
3.287008 

Observed (in) 
3.700788 
1.877953 
6.57874 

Wetness Condition 
Wet 
Dry 
Wet 

Condition Value 
3 
1 
3 

Month Weight 
3 
2 
1 

Product 
9 
2 
3 

Normal Conditions - 14 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 89 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 1 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-12-10 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-10 
2025-11-10 
2025-10-11 

Result 

30th %ile (in) 
2.129134 
2.173228 
1.958661 

70th %ile (in) 
3.401181 
3.674803 
3.283465 

Observed (in) 
3.629921 
1.948819 
6.57874 

Wetness Condition 
Wet 
Dry 
Wet 

Condition Value 
3 
1 
3 

Month Weight 
3 
2 
1 

Product 
9 
2 
3 

Normal Conditions - 14 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 89 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 1 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-12-11 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-11 
2025-11-11 
2025-10-12 

Result 

30th %ile (in) 
2.086614 
2.173228 
1.958661 

70th %ile (in) 
3.431496 
3.744095 

3.3 

Observed (in) 
3.850394 
1.980315 
6.57874 

Wetness Condition 
Wet 
Dry 
Wet 

Condition Value 
3 
1 
3 

Month Weight 
3 
2 
1 

Product 
9 
2 
3 

Normal Conditions - 14 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 89 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 1 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-12-12 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-12 
2025-11-12 
2025-10-13 

Result 

30th %ile (in) 
2.086614 

2.25 
1.958661 

70th %ile (in) 
3.448032 
4.111417 

3.3 

Observed (in) 
3.850394 
1.980315 
6.57874 

Wetness Condition 
Wet 
Dry 
Wet 

Condition Value 
3 
1 
3 

Month Weight 
3 
2 
1 

Product 
9 
2 
3 

Normal Conditions - 14 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 88 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 2 



Anny Corps 
of Engineers. 

Figur,e.s and tables made by the 
Antecedent Precipitation Tool 

Version 3.0 

Developed by: 
U.S. Arrmy Corps o1f Engineers and 
U.S. Army Engineer Research and 

Deve opment: center 

-

11 11 

Antecedent Precipitation vs Normal Range based on NOAA's Daily Global Historical Climatology Network 

7 

6 

Ra
in

fa
ll 

(In
ch

es
) 

2 

1 

0 
May Jun Jul Aug Sep Oct Nov Dec Jan Feb Mar Apr 

3 

4 

5 

2025-12-13 

2025-11-13 

2025-10-14 

Daily Total 
30-Day Rolling Total 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-12-13 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-13 
2025-11-13 
2025-10-14 

Result 

30th %ile (in) 
2.03189 

1.958268 
1.958661 

70th %ile (in) 
3.470866 
3.984646 
3.512205 

Observed (in) 
3.850394 
1.980315 
6.57874 

Wetness Condition 
Wet 

Normal 
Wet 

Condition Value 
3 
2 
3 

Month Weight 
3 
2 
1 

Product 
9 
4 
3 

Wetter than Normal - 16 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 87 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 3 
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2025 2025 2025 2025 2025 2025 2025 2025 2026 2026 2026 2026 

Coordinates 38.9179, -82.10313 
Observation Date 2025-12-14 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-14 
2025-11-14 
2025-10-15 

Result 

30th %ile (in) 
2.221654 
1.882677 
2.017717 

70th %ile (in) 
3.873622 
3.984646 
3.727165 

Observed (in) 
4.200788 
1.980315 
6.57874 

Wetness Condition 
Wet 

Normal 
Wet 

Condition Value 
3 
2 
3 

Month Weight 
3 
2 
1 

Product 
9 
4 
3 

Wetter than Normal - 16 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 86 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 4 
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Coordinates 38.9179, -82.10313 
Observation Date 2025-12-15 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-15 
2025-11-15 
2025-10-16 

Result 

30th %ile (in) 
2.354724 
1.996063 
2.017717 

70th %ile (in) 
3.55 

3.927165 
3.786614 

Observed (in) 
4.200788 
1.980315 
6.57874 

Wetness Condition 
Wet 
Dry 
Wet 

Condition Value 
3 
1 
3 

Month Weight 
3 
2 
1 

Product 
9 
2 
3 

Normal Conditions - 14 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 85 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 5 
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Antecedent Precipitation vs Normal Range based on NOAA's Daily Global Historical Climatology Network 
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Daily Total 
30-Day Rolling Total 
30-Year Normal Range 

2025 2025 2025 2025 2025 2025 2025 2025 2026 2026 2026 2026 

Coordinates 38.9179, -82.10313 
Observation Date 2025-12-16 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-16 
2025-11-16 
2025-10-17 

Result 

30th %ile (in) 
2.221654 
1.982677 
1.962598 

70th %ile (in) 
3.55 

4.022441 
3.508662 

Observed (in) 
3.862205 
2.318898 
6.57874 

Wetness Condition 
Wet 

Normal 
Wet 

Condition Value 
3 
2 
3 

Month Weight 
3 
2 
1 

Product 
9 
4 
3 

Wetter than Normal - 16 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 85 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 5 
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2025-11-17 

2025-10-18 

Daily Total 
30-Day Rolling Total 
30-Year Normal Range 

2025 2025 2025 2025 2025 2025 2025 2025 2026 2026 2026 2026 

Coordinates 38.9179, -82.10313 
Observation Date 2025-12-17 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-17 
2025-11-17 
2025-10-18 

Result 

30th %ile (in) 
2.376772 
2.105118 
1.780709 

70th %ile (in) 
3.643307 
4.03189 

3.450394 

Observed (in) 
3.862205 
2.318898 
6.57874 

Wetness Condition 
Wet 

Normal 
Wet 

Condition Value 
3 
2 
3 

Month Weight 
3 
2 
1 

Product 
9 
4 
3 

Wetter than Normal - 16 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 85 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 5 
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2025-11-18 

2025-10-19 

Daily Total 
30-Day Rolling Total 
30-Year Normal Range 

2025 2025 2025 2025 2025 2025 2025 2025 2026 2026 2026 2026 

Coordinates 38.9179, -82.10313 
Observation Date 2025-12-18 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-18 
2025-11-18 
2025-10-19 

Result 

30th %ile (in) 
2.376772 
2.151969 
1.82441 

70th %ile (in) 
4.024016 
3.682284 
3.442126 

Observed (in) 
3.850394 
2.330709 
6.57874 

Wetness Condition 
Normal 
Normal 

Wet 

Condition Value 
2 
2 
3 

Month Weight 
3 
2 
1 

Product 
6 
4 
3 

Normal Conditions - 13 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 85 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 5 
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2025-11-19 

2025-10-20 

Daily Total 
30-Day Rolling Total 
30-Year Normal Range 

2025 2025 2025 2025 2025 2025 2025 2025 2026 2026 2026 2026 

Coordinates 38.9179, -82.10313 
Observation Date 2025-12-19 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-19 
2025-11-19 
2025-10-20 

Result 

30th %ile (in) 
2.39685 

2.111024 
1.662992 

70th %ile (in) 
3.97874 

3.652756 
3.389764 

Observed (in) 
2.822835 
3.03937 

7.169292 

Wetness Condition 
Normal 
Normal 

Wet 

Condition Value 
2 
2 
3 

Month Weight 
3 
2 
1 

Product 
6 
4 
3 

Normal Conditions - 13 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 85 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 5 
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Daily Total 
30-Day Rolling Total 
30-Year Normal Range 

2025 2025 2025 2025 2025 2025 2025 2025 2026 2026 2026 2026 

Coordinates 38.9179, -82.10313 
Observation Date 2025-12-20 

Elevation (ft) 640.305 
Drought Index (PDSI) Normal 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2025-12-20 
2025-11-20 
2025-10-21 

Result 

30th %ile (in) 
2.416142 
1.951181 
2.03937 

70th %ile (in) 
3.868504 
3.790945 
3.300394 

Observed (in) 
2.771654 
3.090551 
7.169292 

Wetness Condition 
Normal 
Normal 

Wet 

Condition Value 
2 
2 
3 

Month Weight 
3 
2 
1 

Product 
6 
4 
3 

Normal Conditions - 13 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 85 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 5 
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2 

1 

Coordinates 38.9179, -82.10313 
2026-01-12 

640.305 
Observation Date 

Elevation (ft) 
Drought Index (PDSI) Incipient drought 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2026-01-12 
2025-12-13 
2025-11-13 

Result 

30th %ile (in) 
2.839764 
2.03189 

1.958268 

70th %ile (in) 
3.872835 
3.470866 
3.984646 

Observed (in) 
1.389764 
3.850394 
1.980315 

Wetness Condition 
Dry 
Wet 

Normal 

Condition Value 
1 
3 
2 

Month Weight 
3 
2 
1 

Product 
3 
6 
2 

Normal Conditions - 11 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 84 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 0 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 6 
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Coordinates 38.9179, -82.10313 
2026-03-25 

640.305 
Observation Date 

Elevation (ft) 
Drought Index (PDSI) Mild drought (2026-02) 

WebWIMP H2O Balance Wet Season 

30 Days Ending 
2026-03-25 
2026-02-23 
2026-01-24 

Result 

30th %ile (in) 
3.032284 
2.224803 
2.318898 

70th %ile (in) 
4.534646 
4.205512 
3.776378 

Observed (in) 
3.248032 
2.200787 
0.929134 

Wetness Condition 
Normal 

Dry 
Dry 

Condition Value 
2 
1 
1 

Month Weight 
3 
2 
1 

Product 
6 
2 
1 

Drier than Normal - 9 

Weather Station Name Coordinates Elevation (ft) Distance (mi) Elevation Weighted Days Normal Days Antecedent 
GALLIPOLIS 38.8208, -82.1817 578.084 7.929 62.221 4.062 11023 74 

HOGSETT RC BYRD DAM 38.6842, -82.1839 569.882 9.439 8.202 4.325 308 0 
POINT PLEASANT 5.8 E 38.8611, -82.0225 679.134 9.009 101.05 4.964 19 0 

SOUTHSIDE 3 NNW 38.7506, -81.9808 576.116 11.857 1.968 5.359 1 0 
ELEANOR 0.2 SSW 38.5365, -81.9319 594.16 23.82 16.076 11.102 1 1 

SALEM CTR 2 E 39.07, -82.2908 761.155 18.189 183.071 11.515 1 15 
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